
P
O
R
S
C
H
E

C
A
R
S

N
O
R
T
H

A
M
E
R
I
C
A

I
N
C
.

Technical Bulletin
Subject

Model

Part Identifier

Group

Number

6 Cyl. 

1001

1

9601

©1996 Porsche Cars
North America, Inc.

All rights reserved. Cannot be
reproduced without written permission.

Service & Parts Publications.
SERVICE Page 1 of 1

June 6, 1996

ATTENTION: Service Manager / Service Technician

Replace Hardware when Removing 
Engine / Transaxle Assembly

Models Affected: All 911 Carrera (993) and 911 Turbo (993)
Model Years 1995-on

General Information: When the engine and transmission of a 911 Carrera or Turbo are
removed for repairs, replacement of the following mounting hardware is
required:

Description Qty Part Number

Nut 2 900 380 007 09 (Toe Adjuster)

Nut 6 999 084 445 09 (Eng. Mount / Rear Cross Member)

Nut 6 900 380 008 09 (Stabilizer Bar ends / Front Cross
Member)

Nut 4 900 380 005 09 (Stabilizer Bar Brackets)

Sealing Rings for steering pump (Turbo)

Ring 2 900 123 116 30
Ring 2 900 123 131 30
Ring 2 900 123 007 30

Sealing Rings for steering pump (Normally Aspirated)

Ring 2 999 701 135 50

The Dacromet torque and tension coating of the nut can only be assured
through one use. It is for this reason that the nuts must be replaced dur-
ing repairs.

Literature: Refer to the 911 Carrera (993) Workshop Manual Volume 1, pages 10-2
to 10-8a and the 911 Turbo (993) Workshop Manual Volome 1, pages
10-4 to 10-12.
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Important Notice: Porsche Cars N.A Technical Bulletins are intended for use by professional technicians, not a “Do-it-yourselfer.” They are written to inform these technicians of conditions
that may occur on some vehicles, or to provide information that could assist in the proper service of a vehicle. Special tools may be required to perform certain operations identified
in these bulletins. Use of tools and procedures other than those recommended in these bulletins may be detrimental to the safe operation of your vehicle. Properly trained technicians have
the equipment, tools, safety instructions and know-how to do a job properly and safely. If a condition is described, do not assume that the bulletin applies to your vehicle, or that your
vehicle will have that condition. See your Porsche Dealer for information on whether your vehicle may benefit from the information. Part numbers listed in these bulletins are for reference
only. Always check with your authorized Porsche dealer to verify correct part numbers. ©1996 Porsche Cars North America, Inc.


